
SmartACBox-10/1-JPB0

/ 10 MCCB 3P 50AF/40AT 

/ 1 ELCB 3P 400AF/350AT 

-20℃ 45℃

0% 100%

995 815 225 mm

53 kg

IP65

SmartLogger3000A (SIM
)

DTSU666-HW / YDS60-80 

AC230V / AC400V 50Hz / 60Hz

0 80A
80A

90 1000V ( 500V
)

1 1

3 3 3 4

4800/9600/19200/115200bps
( 9600bps)

-25℃ 60℃

CT

SOLAR.HUAWEI.COM

SmartACU2000D

SmartLogger3000B x 1

SmartModule1000A x 1

HUB x 4 FE x 8 x 2

RS485 COM x 6, 1,200 / 2,400 / 4,800 / 9,600 / 
19,200 / 115,200 bps

100 V 240 V 1φ

50 / 60 Hz

12 V 

880 x 770 x 369 mm

66kg

-40℃ 60℃

( ) 0%~100%

IP65

SPPC2000

(Q PF)

FE 6+2

2 (100 / 1,000 Mbps)

RS485 COM x 4

Modbus-TCP

IEC60870-5-104

100 V 240 V 1φ

/ Type Ⅱ

650 x 1000 x 650 mm

80kg

25℃ 60℃

( ) 0%~100%

IP55


